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PANNELLI P4 LUCA MEDA

This lightweight and flexible partition system is based on
high-performance modular elements with reduced
thicknesses (4 cm). The individual horizontal elements 
are available in three different sizes that can be assembled 
vertically to create partitions of various heights. P4 panels 
are ideal for customising the work environment by defining 
a range of spaces: protected, reserved, or more open.
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PANNELLI P4 LUCA MEDA The internal wood structure of each panel can be covered in 
various types and colours of laminate, fabric, or natural wood.
The exterior frame in painted aluminium provides for the 
vertical connections between the panels. A groove along 
upper profile allows for hanging a range of accessories.

In the transparent or acid-finished glass version, 
the frame is in polycarbonate and the two panels are mounted 
flush with the exterior side. Also in this case, the upper profile 
is contoured to accommodate hanging accessories.

The bottom profiles are equipped with height-adjustable
feet for levelling the panel during the assembly phase.
A stabilizing foot is available for linear compositions. The 
panels are joined together by means of two-way, three-way, 
and four-way joints, or linear or transverse fittings.

The range of accessories available for the P4 Panels 
include an assortment of shelves in various sizes, a small 
overhead cabinet with a solid fall-front door, and a collection 
of other items that serve to personalise the workstation.
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PANNELLI P4 LUCA MEDA

SOLID PANELS

GLAZED PANELS

Panels with 2 vertical modules
h. 91 cm

90×4×H91 cm
S P4 090 091 ..

100×4×H91 cm
S P4 100 091 ..

120×4×H91 cm
S P4 120 091 ..

140×4×H91 cm
S P4 140 091 ..

Panels with 3 vertical modules
h. 128 cm

90×4×H128 cm
S P4 090 128 ..

100×4×H128 cm
S P4 100 128 ..

120×4×H128 cm
S P4 120 128 ..

140×4×H128 cm
S P4 140 128 ..

Panels with 4 vertical modules
h. 166 cm

90×4×H166 cm
S P4 090 166 ..

100×4×H166 cm
S P4 100 166 ..

120×4×H166 cm
S P4 120 166 ..

140×4×H166 cm
S P4 140 166 ..

Additional single glazed module
h. 38 cm

90×4×H38 cm
S P4 090 038 ..

100×4×H38 cm
S P4 100 038 ..

120×4×H38 cm
S P4 120 038 ..

140×4×H38 cm
S P4 140 038 ..

Glazed panels with 3 vertical modules
h. 128 cm

90×4×H128 cm
S P4 090 128 ..

100×4×H128 cm
S P4 100 128 ..

120×4×H128 cm
S P4 120 128 ..

140×4×H128 cm
S P4 140 128 ..
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PANNELLI P4 LUCA MEDA

ACCESSORIES Terminal joint 
and adjustable ground foot

8×4×H3 cm
S P4 G1 ..

Two-ways angular joint

4×4×H91 cm
S P4 M2 091 ..

4×4×H128 cm
S P4 M2 128 ..

4×4×H166 cm
S P4 M2 166 ..

Terminal profile

4×4×H91 cm
S P4 PT 091 ..

4×4×H128 cm
S P4 PT 128 ..

4×4×H166 cm
S P4 PT 166 ..

Support foot for aligned panels

4×4×H91 cm
S P4 PS 091 ..

4×4×H128 cm
S P4 PS 128 ..

4×4×H166 cm
S P4 PS 166 ..

Two-ways joint 
and adjustable ground foot

16×4×H3 cm
S P4 G2 ..

Sliding transverse connection 
and adjustable ground foot

8×8×H3 cm
S P4 RT ..

Three-ways joint

4×4×H91 cm
S P4 M3 091 ..

4×4×H128 cm
S P4 M3 128 ..

4×4×H166 cm
S P4 M3 166 ..

Four-ways joint

4×4×H91 cm
S P4 M4 091 ..

4×4×H128 cm
S P4 M4 128 ..

4×4×H166 cm
S P4 M4 166 ..
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PANNELLI P4 LUCA MEDA

ACCESSORIES TO BE HOOKED 
TO THE PANELS

Shelf with arm - h. 38 cm

56×34×H38 cm
E A ME 56 A ..

74×34×H38 cm
E A ME 74 A ..

100×34×H38 cm
E A ME 100 A ..

Name holder

20×1,5×H3,5 cm
I TA PN ..

Hanging cabinet 
with drop down door

74×38×H37,5 cm
E A MP 74 B ..

90×38×H37,5 cm
E A MP 90 B ..

Shelf with arm - h. 22 cm

56×34×H22 cm
E A ME 56 B ..

74×34×H22 cm
E A ME 74 B ..

100×34×H22 cm
E A ME 100 B ..

Picture hook
Only chromed

1,5×1,5×H1 cm
E A APQ ..

Shelf - depth 25 cm

60×25×H1 cm
Q AR 60 ..

90×25×H1 cm
Q AR 90 ..

Paper tray
Only transparent

26×39,5×H4,5 cm
Q AP V ..

Coat hook

7×9×H4,5 cm
E A APP ..

Shelf - depth 30 cm

60×30×H1 cm
Q AR 60 30 ..

90×30×H1 cm
Q AR 90 30 ..

120×30×H1 cm
Q AR 120 30 ..

Pencil tray
Only transparent

35×8×H1,6 cm
Q AP P ..

Binder holder
Only transparent

10×28×H34 cm
I AP VA ..

Support for paper tray (Q AP V) 
and pencil tray (Q AP P)
Only transparent

18×2,5×H20 cm
E PR AP .. 
It is possible to hook up a maximum 
of 3 pieces of paper trays (Q AP V) or 
pencil trays (Q AP P)
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PANNELLI P4 LUCA MEDA

For other finishes,
please contact our Sales Department

D7
Charcoal painting

VP
Platinum Grey painting

KS
Soft black painting

T0
Ash painting

C7
Calce White painting

P4 PANEL PROFILES AND 
ACCESSORIES FINISHES

Epoxy powder coating

J2
COM fabric

Q0
Revive 1 fabric

Q1
Chip fabric

K3
Remix 3 fabric

Q2
File fabric

K4
Sole fabric

J3
Mirage fabric

COVERING PANELS FINISHES
Profiles in: D7 - T0 - VP - C7 - KS

Fabric

It is necessary to specify when ordering 
the finish of the structure

AS
Sycamore

RV
Natural Oak

4S
White laminate

GP
Platinum Grey laminate

LS
Sycamore laminate

NY
Natural Oak laminate

Standard natural veneer 
(certified genuine wood  
from Europe - Canada - USA)

NK
Canaletto Walnut 
straight-grained

5R  
Thermo-treated Oak

GLAZED PANELS FINISHES

Glass

VC
Transparent glass

CS
Frosted glass

COVERING AND SHELVES - 25CM 
AND 30 CM DEPTH FINISHES

Laminate
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UniFor adopts management systems for quality, environment, and workplace 
health and safety, compliant with and certified according to UNI EN ISO 9001, 
UNI EN ISO 14001, and UNI ISO 45001 standards. 
 
UniFor products are UL GREENGUARD Gold® certified, demonstrating 
compliance with chemical emissions standards and a commitment to protecting 
people and the environment, in line with the limits set by the UL GREENGUARD 
program. 
 
Upon request, UniFor can provide products made with FSC® (FSC-C005654) 
certified materials. For more information, please contact UniFor 
at unifor@unifor.it.”


